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1. 3. 4. 5. 6. 7. Useful Tips

Connect a 25 Watts power 
source to the MiniVAP’s 
USB-C port (1.1) to power 
the device.

Fill the basket or glass 
capsule with the ground 
herbs or place the extract 
on the mesh filter (4.1).

Press the button for 2 
seconds to turn off the 
vaporizer.

Disconnect the device and 
wait until cooled down. 
Use the provided brush 
to clean the plant material 
from the baskets, capsules, 
filters or loading chamber.

The basket or capsule must 
not be filled to the brim, 
so that it’s easy to inhale 
and the hot air can freely 
circulate.

Hold the vapor in the 
lungs for a few seconds 
after each inhale for 
stronger sessions.

LED Blinking

The LED will blink during 
or after an inhale as the 
temperature stabilizes. This 
is normal.

Energy saver mode

The temperature drops 
to the lowest color (Blue) if 
there is no activity (inhales 
or button presses) for 
10 minutes. The MiniVap 
will turn itself off after 10 
minutes of inactivity.

Press the button 3 times 
to turn on the device.

Feed the flexicone through 
the opening of the lid. 
Place the lid on the 
MiniVAP and secure it with 
a soft twist.

Push the button to cycle 
through the temperature 
settings, as shown below.

Wait until the light has 
stopped blinking.

Then inhale deeply and 
continuously for at least 3 
seconds.

Slowly exhale, enjoying the 
taste and aroma of a first 
class vaporizer.

Continue to inhale until 
you are done. Depending 
on the concentration 
and amount, you can get 
between 5 and 15 inhales.
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*MiniVAP will not turn on if 
the voltage is too low.

LED STATUS

Color

Green 15 ok

ok

wrong

12

< 12

Red
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Voltage Status

The temperature colors 
are different between 
Convection and Hybrid 
cores.

IMPORTANT

Never use alcohol or 
solvents to clean the 
external surface or lid 
because the black dyed 
will decolored. Use only 
cold  water and soap.

The MiniVAP LED (1.2) 
will light up for 1 second 
to show the status of the 
power source*.

The device will turn 
off if power source is 
not compatible to the 
standards: PD2.1 or QC3.

2.

The LED (2.1) will blink 
during heat up.

LED TEMPERATURE*

Convection HybridColor

185 ºC 190 ºCBlue

193 ºC 200 ºCWhite

207 ºC 220 ºCG-B

230 ºC 250 ºCRed

215 ºC 230 ºCGreen

223 ºC 240 ºCOrange

Pink 200 ºC 210 ºC

Use the angular elbow 
(5.1) and mouthpiece for 
the flexicone. Or only the 
mouthpiece in the flexicone+ 
(5.2).

Install the filter with ring 
inside the bottom of the 
flexicone or flexicone+ (4.3).

Use the standard filters (no 
ring) for capsules (4.4).

Now, insert the basket 
or capsule  inside the 
bottom of the flexicone or 
flexicone+, next to the filter.

Place the mesh filter  (4.2)
inside a basket to avoid air 
linking besides.

5.1

5.2

For deep cleanings, soak 
the metal filter, metal 
basket, and mouthpieces 
in alcohol. Then rinse 
thoroughly with water.

7.1 7.2

4.2

4.4If power source is below 
25 Watts, press the button 
2 times to startup in Low 
power mode i.

The LED will blink red (low) 
and turn itself on.

When the device is turned 
off, press the button 
1 time to choose the 
number of temperatures.

The LED will blink 4 or 7 
temperature colors.

The Convection core 
allows to take out the 
internal white tube and 
filter (7.2) which protect 
the loading chamber.

The amount of vapor 
depends on the intensity 
and duration of the 
inhalation.



Use and store the device in a dry place and keep 
protected from the elements.

We recommend using the device in well ventilated areas 
for proper cooling. The device must not be covered with 
any materials that restrict direct contact with the external 
environment.

Only use the device to inhale and never exhale air into the 
vaporizer as this can cause damage due to overheating, 
deterioration of the internal pieces, and caking and waste 
inside internal parts.

Place the device on a horizontal, dry and flat surface, 
away from any source of humidity, heat, and inflammable 
gases.

Keep the device in sight at all times and out of reach of 
children.

Always use a power source under the recommendation 
and specifications of the manufacturer.

If the MiniVAP is damaged or malfunctioning, please 
contact the manufacturer.

support@minivap.com

Safety meassures
IMPORTANT

Store the vaporizer in a safe place only when 
it is turned off.

There is a risk of burns in contact with the 
vaporization chamber, metal baskets and 
espresso capsules.

Never introduce an object or liquids object 
or liquid into the vaporization chamber.

Clean the inside of the devicer when it has 
cooled down and disconnected from the 
power source.

Never clean the vaporization chamber by  
rotating it inside. This might cause a short 
circuit on heater wires. Clean it only by 
pulling from bottom to up.

Scan the QR code for more information. 
Check the last version of this guide,  the 
Manual or FAQs at the Support menu of our 
website:

www.minivap.com/support
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